
BONDED SEALS INSTALLATION DATA 

I DIA. d,+1.oomm TAPER NECK UNDERCUT 
MINIMUM TO BS. 1936 OR AGS OR SIMILAR STANDARD. A PARALLEL OR SEMI-

0,66 S CIRCULAR FORM WIDTH APP
I
ROX . NOT EXCEEDING s IS f 

°7c:==:r
--

"?r--� 
--• ALSO ACCEPTABLE THIS DIAMETER EQUALS -_ ! .--BASIC MAJOR THREAD 

t // DIAMETER 
O 

�-

,urn mm,o"MID _____:-; j ANY FOR,\! OF A/ UNDERCUT w 

DDIA. 

A=� max 
2 

t 
ALTERNATIVE IF LARGER CORNER RADIUS IS 

DIA, 0 MAX.+0,1Smm LIMITS 
SHOULD NOT EXCEED 

+0.15mm 
-0.0Dmm 

!'.§I 
• 0.15mm MAX. RADIUS

t �li: \ 
REQUIRED 

O 0 FACE TO BE NORMAL TO RECESS ELIMINATING THE MATING PAST 
BOSS DL>\METER TO BE EQUAL TO OR GREATER THAN D DIA. 

THREAD WITHIN (r NF.ED FOR SPECIAL UNDER-0, 08mm/25mm RUN , � .. ,___CU_T_O_R_S_H_O_,.U�LDER IN 
.-:1 e---�--�

o______ l

,THE DIAMETER OF A I 
fl!AGRAM TYPlc.AL OF THE ASSEMBLY AS IT SHOULD APPEAR AT Al\-Y I � -- RADIAL SECTION i.e. CHAMFER OR COUNTER- � .. .,....,.-_-_-_-_-_-_-_:_:.:==�..,....,.....,_, BORE FOR REMOVAL OF FIRST THREAD SHOULD � !UNG CENTRALISED AND Bia RUUUER IN FULL � CONTACT WITH FLAT FACES. BE CONCENTRIC WITH AND NOT EXCEED THE THREAD DIAMETER 

0.66 s 

I DIA. d 1 +1.40mm 
MINIMUM 

APP ROX . s::,---==----<=I 

_t �=--r

-t

�CE TO BE NORMAL TO HREAD WITHIN 08mm/25mm RUN. 

SELF-CENTERING 

I 1-, ____;_:• :-
0:: -, I I i

•�E •:_s- t • THE DUMETER OF A CHAMFER OR COL'NTER-1 1--- BORE FOR REMOV,IL OF FIRST THREAD SHOULD BE CONCENTRIC WITH 
�,r..,. �.,...,,;.,.._:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.-j"'"'._,.......,_ AND NOT EXCEED THE �,.::_:.;:""--..:::,�:,--..._-==------'�

:,,,.
.=,,._;:.,.a--"' THREAD DIAMETER. BOSS DIAMETER TO BEEQ1JAJ. TO OR GREATER THAN 

D DTA 

• 
DlACRAM TTIICA.L OP THE ASSEMBLY AS IT SHOULD APPEAR AT ANY RADIAL SECTION i.e. RING CENTRALISED AND RUBBER IN FUJJ, CONTACTW'TTH FLAT FAC:ES. 


